АНОТАЦІЯ

Об’єкт розробки – створення клієнтського програмного рішення у вигляді мобільного додатка для операційної системи iOS для здійснення віддаленої діагностики транспортних засобів, які підтримують протокол OBD II.

Розроблена система має наступні функції: авторизація в якості унікального користувача для подальшого збереження діагностичної інформації; зчитування помилок транспортного засобу та можливість їх відключення; збереження вибраних параметрів у файли, які можуть бути імпортовані до бази даних; передача параметрів у реальному часі для віддаленого аналізу, який може провести спеціаліст. 

В ході розробки:

· проведено аналіз існуючих додатків, які дозволяють взаємодіяти із транспортним засобом через протокол OBD II;
· сформульована архітектура мобільного додатку, яка дозволить легко модифікувати функціонал або створювати новий; 
· реалізована комунікація додатка та OBD II-адаптера;

· реалізовано обмін повідомленнями між клієнтом (додатком власника авто) та сервісом (додаток – спеціаліста);

· розроблено веб-сервіс для збереження  інформації та переадресації від клієнта до сервісу.
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SUMMARY
The main task of this development project is to create a client software solution for remote diagnostics of vehicles, which support OBDII protocol. The realization will base on a mobile application for iOS operating system.
The developed system has the following functions:

· to authorize as an unique user for further saving of the diagnostic information;

· to read the vehicle’s errors and to have an opportunity to turn them off;

· to save the selected parameters in csv files which can be imported to the remote database;
· to transfer the diagnostic parameters in real-time for remote analysis by a specialist.

The following was done during development:

· the analysis of the existing applications, which are able to interconnect to the vehicle via the OBDII protocol, is carried out;

· the mobile application architecture, which allow to easy modify the functional or create a new one, is defined;

· the communication of the application with an OBD II-adapter is executed;

· the communication between a client (an application of the car owner) and a service (an application of the automotive specialist);

· the web service for storing information and redirecting from the customer to the service is developed.
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